
Cast Panel Pack
HIGHLIGHTS

Complete lighting solution for vlogging or any other on-camera
situation
Built-in color temperature presets make adjustments painless
High PWM frequency ensures flicker-free operation
Separate control of warm and cool LEDs allows fine tuning to the
needed temperature
Removable filter widens and softens light output
Set the lights anywhere with optional battery packs (sold
separately)
Flicker free – perfect for video

SPECIFICATIONS
Light Source : 192 LEDs (96 cool white, 96 warm white) 40 W
total, (6.5 A), 50,000 hours life expectancy
PWM Frequency : 4kHz
Beam Angle : (no filter): 50°
(w/ filter): 90°
Field Angle : (no filter): 114°
(w/ filter): 151°
Illuminance : (no filter) : 1,014 lux @ 2 m
(w/ filter) : 439 lux @ 2 m
Input Voltage : 15 VDC, 3 A (external power supply: 100-240 VAC, 50/60 Hz)
Power and Current : 62 W, 0.8 A @ 120 V, 60 Hz
59 W, 0.54 A @ 230 V, 50 Hz
Weight : 3.4 lb (1.6 kg)
Size : 9.4 x 8.6 x 1.9 in (238 x 218 x 48 mm)
Approvals : CE
Stand Height : 2 to 6 ft (0.9 to 1.9 m)
Tripod leg width : 3 ft (0.9 m)
CRI : 96
Color Temperature Range : 2700 to 8000 K
Battery compatibility : Sony NP-F series

WHAT'S INCLUDED
2 light fixtures (w/ barn doors)
2 external power supplies
2 tripods
2 carry bags
1 QRG


