
Geyser P5
HIGHLIGHTS

Pyrotechnic-like effect without the use of any toxic chemicals, fire
or heavy CO2 canisters
Control the unit from built-in DMX, included Geyser wireless
remote, or manual control
Penta-color LED RGBA+UV creates beautiful color mixing
Digital Display allows for easy configuration even in a fast paced
environment
Assign different colors to each of the remote’s buttons and the
manual button
Small form factor allows the unit to go anywhere

SPECIFICATIONS
DMX Channels : 10
DMX Connectors : 3-pin XLR
Light Source : 5 LEDs (Penta-color RGBA+UV) 7 W (2.6 A), 50,000
hours life expectancy
Illuminance : 1036 lux @ 2 m
Heat-Up Time : 5 min
Input Voltage : 120 VAC, 60 Hz or 230 VAC, 50 Hz
Power and Current : 670 W, 5.6 A @ 120 V, 60 Hz
670 W, 2.8 A @ 230 V, 50 Hz
Weight : 13.4 lb (6.1 kg)
Size : 13.4 x 13.3 x 7 in (340 x 338 x 178 mm)
Approvals : CE
Tank Capacity : 0.7 gal (2.5L)
Output : 13,500 cfm
Fluid Consumption : 91 ml/min
Included Controllers : Geyser wireless remote control and receiver
Compatible Fluids : QDF
Optional Controllers : WMS, WRC

WHAT'S INCLUDED
Geyser P5
Power cord
Geyser wireless remote control and receiver


